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GC 163 RWA  *
AREAS OF APPLICATION

For connection to the THZ N4, THZ Comfort N4 and MBZ 300 SHEV control panels

For ceiling installation

Can be used in areas with dust and steam
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Heat detector for GEZE SHEV control panels
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PRODUCT FEATURES

Reacts when alarm temperature is exceeded

Simple testing using integrated magnetic sensor

LED for status display

Tested in accordance with EN 55
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TECHNICAL DATA

Productname GC 163 RWA  *

VARIANTS / ORDER INFO

Designation Description
Ident-
No. Colour Dimensions

Operating
voltage

GC 163 RWA heat
detector  *

Ceiling-mounted detector for GEZE SHEV control
panels. EN 54 tested, incl. base

184139 white RAL
9010

110 x 110 x 54
mm

24 V DC

* The products designated above may vary in form, type, characteristics, function, or availability depending on the country.
Please get in touch with your GEZE contact person if you have any questions.

P r o d u c t  d a t a  s h e e t  |  P a g e  2  o f  2

G C  1 6 3  R W A   *

GEZE GmbH        Reinhold-Vöster-Straße 21–29        D-71229 Leonberg        TEL +49 7152 203-0        WEB www.geze.de        Mail info.de@geze.com

2024-03-30T04:00:17Z


	GC 163 RWA  * [en]

